


» Connect the flat line and water tanks using the steps below

> Connect flat line with main control unit and follow operation as follows

> Open back cover on control unit pulling the under lock plunger and plug in flat cable, then face flat line metal conduct with a downward exposure (A).
» Push to lock plunger and secure flat cable (B).

» Covering the back cover (C)

> On display the AC outlet will show that the DC 12 V transformer will control the control unit, red LED bright up, LCD screen will show all data.

Adding the Water

» Add the distilled water into the water tank and fill to water line.

> Wipe off any excess water on the inside and outside of fan unit.

> Re-cover the water tank with the cover as shown above.

» Humidifier is now ready for use again.

> Void having water near electrical connection. Making sure power plug is dry before plugging into power outlet.

Dual Re-calibrating Adjusters

Each humidifier was factory pre-calibrated at 70%, but if you believe that your humidifier is not correct, DCH-55C allows you to manually adjust and
re-calibrate hygrometer using the steps below, placing back into humidor and allowing 24 hours for accuracy.

Digital RH adjuster (show on picture FIG 1)

1. Always adjust digital RH adjuster first.

2. To re-calibrate turn the RH% knob clockwise, with each click it will add ~1%, counter clockwise each click will ~(-1)%. You can re-calibrate up to a total of
+/- 4%. After adjusting then place humidifier back into humidor allowing 24 hours for accuracy.

Analog RH adjuster (shown on picture FIG 3)

3. To re-calibrate turn the RH% screw clockwise, with each two turns it will add ~1%, counter clockwise will ~(-1)%. Then use digital RH adjuster to adjust as
desired. After adjusting then place humidifier back into humidor allowing 24 hours for accuracy.

Suggestion

> Put humidifier on middle or top shelf for best resut.
» Use DCH-55CS support unit (optional) for larger then 55 cb.ft. humidors
> We suggest keeping cigars in at approximately 65% ~72% humidity and 60° ~70° room temp. High temperatures will promote mold on cigars.

Product Specifications

Factory Pre-set Humidifier Accuracy Temperature Range Manually Adjust Range Measures Humidity Reading
70% +1% 0-99°C 40%—-90% 40%-90%, 3%
Size Operating Current/Fan Wall Outlet Power Humidifier Power Import
9"L x 4 3/4"W x 4 1)2"H 600mA 100-240V AC 12v/DC
Lo Vet
Engineered in the United States Disenado en Estados Unidos Concu aux Etats-Unis
Manufactured in China Fabricado en China Fabriqué en Chine

Patent rights issued and/or pending Derechos de patente expedidos y/o pendientes Brevets déposét/ou en cours



